
6711R
RESENE PAINTING EXTERIOR

1.
GENERAL


This section relates to the surface preparation, painting and clear finishing of new and existing exterior substrates using Resene architectural and decorative coating systems.

1.1
RELATED WORK


Refer to 6700R RESENE PAINTING GENERAL for general matters related to painting work.


Refer to 6721R RESENE PAINTING INTERIOR for interior paint systems.


Refer to 6721RE RESENE ENVIRONMENTAL PAINTING INTERIOR for interior paint systems.

2.
PRODUCTS


Materials

2.1
PAINT TYPES GENERALLY/ THINNERS AND ADDITIVES


Refer to 6700R RESENE PAINTING GENERAL for product clauses.

3.
EXECUTION


Conditions

3.1
EXECUTION


Refer to 6700R RESENE PAINTING GENERAL for execution clauses.

4.
SELECTIONS


Substitutions are not permitted to the following, unless stated otherwise.

4.1
CONTROL SAMPLES


Location/substrate

Resene One-Line Spec number/system

~

4.2
SUPERVISED CONTROL SAMPLES


Location/substrate

Resene One-Line Spec number/system

~

4.3
INSPECTION OF WORK


Stage

Resene One-Line Spec number/system

~

4.4
HARDWARE


Hardware for removal:
~


Paint system schedules

4.5
EXTERIOR FINISHES


Substrate

Resene Spec number
Colour

Weatherboards

~

~


Timber Joinery/Fascias/Barges
~

~


Timber Deck

~

~


Concrete Masonry

~

~


Resene exterior paint systems

4.6
EXTERIOR CEMENTITIOUS SURFACES


Description:
Exterior cementitious surfaces, waterborne gloss

System:
Resene One-Line Spec. No. 1e 1.1 (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal

1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Hi-Glo D31, waterborne gloss


3rd coat:
Resene Hi-Glo D31, waterborne gloss


4th coat:
Resene Multishield+ D54a, waterborne glaze (optional)


Description:
Exterior cementitious surfaces, waterborne semi-gloss

System:
Resene One-Line Spec. No. 1e 1.2 (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer



Self priming - Resene Sonyx 101 D30, waterborne semi-gloss


2nd coat:
Resene Sonyx 101 D30, waterborne semi-gloss


3rd coat:
Resene Sonyx 101 D30, waterborne semi-gloss


4th coat:
Resene Multishield+ D54a, waterborne glaze (optional)


Description:
Exterior cementitious surfaces, waterborne satin

System:
Resene One-Line Spec. No. 1e 1.3 (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surface - Resene Sureseal D42NEC, solventborne sealer



Self priming - Resene Lumbersider D34, waterborne satin


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Lumbersider D34, waterborne satin


4th coat:
Resene Multishield+ D54a, waterborne glaze (optional)


Description:
Exterior cementitious surfaces, waterborne mineral flat

System:
Resene One-Line Spec. No. 20.e 1.5 SSP (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Aquapel D65,



For powdery surface - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene AquaShield D601, waterborne mineral flat


3rd coat:
Resene AquaShield D601, waterborne mineral flat


Description:
Exterior cementitious surfaces, solventborne gloss

System:
Resene One-Line Spec. No. 1e 2.1


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42, solventborne sealer


2nd coat:
Resene Acrylic Undercoat D404, waterborne undercoat


3rd coat:
Resene Super Gloss D32, solventborne gloss

4.7
EXTERIOR TIMBERS


Description:
Exterior timbers, waterborne gloss

System:
Resene One-Line Spec. No. 2e 1.1 (EC)


Surface prep:
D82; and Resene TimberLock D48 NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Hi-Glo D31, waterborne gloss


3rd coat:
Resene Hi-Glo D31, waterborne gloss


Description:
Exterior timbers, waterborne semi-gloss


System:
Resene One-Line Spec. No. 2e 1.2 (EC)


Surface prep:
D82; and Resene TimberLock D48 NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Sonyx 101 D30, waterborne semi-gloss


3rd coat:
Resene Sonyx 101 D30, waterborne semi-gloss


Description:
Exterior timbers, waterborne satin

System:
Resene One-Line Spec. No. 2e 1.3 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer



Self priming - Resene Lumbersider D34, waterborne satin


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Lumbersider D34, waterborne satin


Description:
Exterior timber joinery, waterborne gloss

System:
Resene One-Line Spec. No. 3e 1.1 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or sealer


2nd coat:
Resene Enamacryl Acrylic D309, waterborne gloss


3rd coat:
Resene Enamacryl Acrylic D309, waterborne gloss


Description:
Exterior timber joinery, waterborne semi-gloss


System:
Resene One-Line Spec. No. 3e 1.2 (EC)


Surface prep:
D82; and Resene TimberLock D48 NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or sealer


2nd coat:
Resene Lustacryl Acrylic D310, waterborne gloss


3rd coat:
Resene Lustacryl Acrylic D310, waterborne gloss


Description:
Exterior timbers, solventborne gloss

System:
Resene One-Line Spec. No. 2e 2.1


Surface prep:
D82; and Resene TimberLock D48, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For hardboard only - Resene Sureseal D42, solventborne sealer


2nd coat:
Resene Acrylic Undercoat D404, waterborne undercoat


3rd coat:
Resene Super Gloss D32, solventborne gloss

4.8
EXTERIOR TIMBER, STAINS AND CLEAR FINISHES


Description:
Exterior timbers, stains and clear finishes, waterborne stain


System:
Resene One-Line Spec. No. 2e 3.5 (EC)


Surface prep:
D82


1st coat:
Resene Waterborne Woodsman D57a, waterborne stain

2nd coat:
Resene Waterborne Woodsman D57a, waterborne stain


3rd coat:
Resene Waterborne Woodsman D57a, waterborne stain



(after 3 months)


Description:
Exterior timbers, stains and clear finishes, solventborne flat


If used on decks this system may not meet the slip resistance requirements of the building code


System:
Resene One-Line Spec. No. 2e 4.5


Surface prep:
D82


1st coat:
Resene Woodsman D57, solventborne stain


2nd coat:
Resene Woodsman D57, solventborne stain

3rd coat:
Resene Woodsman D57, solventborne stain (after 3 months)

4.9
EXTERIOR TIMBER JOINERY


Description:
Exterior timber joinery, waterborne gloss

System:
Resene One-Line Spec. No. 3e 1.1 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer


2nd coat:
Resene Enamacryl D309, waterborne gloss enamel


3rd coat:
Resene Enamacryl D309, waterborne gloss enamel


Description:
Exterior timber joinery, waterborne semi-gloss

System:
Resene One-Line Spec. No. 3e 1.2 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer


2nd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


3rd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


Description:
Exterior timber joinery, solventborne gloss

System:
Resene One-Line Spec. No. 3e 2.1


Surface prep:
D82; and Resene TimberLock D48, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40, solventborne sealer


2nd coat:
Resene Acrylic Undercoat D404, waterborne undercoat

3rd coat:
Resene Super Gloss D32, solventborne gloss

4.10
EXTERIOR TIMBER DECKS, PERGOLAS AND FENCES


Description:
Exterior timber decks, pergolas and fences, waterborne satin

System:
Resene One-Line Spec. No. 4e 1.3 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Lumbersider D34, waterborne satin


2nd coat:
Resene Lumbersider D34, waterborne satin

3rd coat:
Resene Lumbersider D34, waterborne satin


Description:
Exterior timber decks, non-skid finish

System:
Resene One-Line Spec. No. 4e 1.3 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
Resene Quick Dry D45, waterborne primer/undercoat

2nd coat:
Resene Non-Skid Deck & Path D313, non-skid finish

3rd coat:
Resene Non-Skid Deck & Path D313, non-skid finish


Description:
Exterior timber, pergolas and fences, waterborne stain

System:
Resene One-Line Spec. No. 4e 3.5 (EC)


Surface prep:
D82


1st coat:
For stained finish - Resene Waterborne Woodsman D57a, waterborne stain


2nd coat:
Resene Waterborne Woodsman D57a, waterborne stain

3rd coat:
Resene Waterborne Woodsman D57a, waterborne stain



(after 3 months)


Description:
Exterior timber, pergolas and fences, waterborne stain

System:
Resene One-Line Spec. No. 4e 3.51


Surface prep:
D82


1st coat:
For stained finish - Resene Waterborne Woodsman Decking D57D, waterborne stain


2nd coat:
Resene Waterborne Woodsman Decking D57D, waterborne stain

3rd coat:
Resene Waterborne Woodsman Decking D57D, waterborne stain



(after 3 months)


Description:
Exterior timber decks, pergolas and fences, solventborne stain

System:
Resene One-Line Spec. No. 4e 4.5


Surface prep:
D82


1st coat:
Resene Woodsman D57, solventborne stain


2nd coat:
Resene Woodsman D57, solventborne stain

3rd coat:
Resene Woodsman D57, solventborne stain (after 3 months)


Description:
Exterior timber decks, pergolas and fences, solventborne stain

System:
Resene One-Line Spec. No. 4.5 C


Surface prep:
D82


1st coat:
Resene Kwila Timber Stain D501, solventborne stain


2nd coat:
Resene Kwila Timber Stain D501, solventborne stain


Description:
Exterior timber decks, pergolas and fences, solventborne oil

System:
Resene One-Line Spec. No. 4e 4.5 N


Surface prep:
D82


1st coat:
Resene Furniture and Decking Oil D503, solventborne oil


2nd coat:
Resene Furniture and Decking Oil D503, solventborne oil

4.11
EXTERIOR GALVANISED STEEL AND ZINCALUME


Description:
Exterior galvanised steel and Zincalume, waterborne gloss

System:
Resene One-Line Spec. No. 5e 1.1


Surface prep:
D89


1st coat:
For new work - Resene Galvo-Prime D402, waterborne galvanised iron primer; or



For repaint - Resene Galvo One D41, solventborne galvanised iron primer


2nd coat:
Resene Hi-Glo D31, waterborne gloss

3rd coat:
Resene Hi-Glo D31, waterborne gloss


Description:
Exterior galvanised steel and Zincalume, waterborne semi-gloss

System:
Resene One-Line Spec. No. 5e 1.2


Surface prep:
D89


1st coat:
For new work - Resene Galvo-Prime D402, waterborne galvanised iron primer; or



For repaint - Resene Galvo One D41, solventborne galvanised iron primer


2nd coat:
Resene Sonyx 101 D30, waterborne semi-gloss

3rd coat:
Resene Sonyx 101 D30, waterborne semi-gloss


Description:
Exterior galvanised steel and Zincalume, waterborne satin

System:
Resene One-Line Spec. No. 5e 1.3 (EC)


Surface prep:
D89


1st coat:
For new work - Resene Galvo-Prime D402NEC, waterborne galvanised iron primer; or



For repaint - Resene Galvo One D41NEC, solventborne galvanised iron primer


2nd coat:
Resene Summit Roof D315, waterborne satin

3rd coat:
Resene Summit Roof D315, waterborne satin


Description:
Exterior galvanised steel and Zincalume, solventborne gloss

System:
Resene One-Line Spec. No. 5e 2.1


Surface prep:
D89


1st coat:
Resene Galvo One D41, solventborne galvanised iron primer


2nd coat:
Resene Acrylic Undercoat D404, waterborne undercoat

3rd coat:
Resene Super Gloss D32, solventborne gloss

4.12
EXTERIOR CEDAR


Description:
Exterior cedar, waterborne gloss

System:
Resene One-Line Spec. No. 8e 1.1


Surface prep:
D82; and Resene TimberLock D48, solventborne preserver/conditioner


1st coat:
Resene Wood Primer D40, solventborne primer


2nd coat:
Resene Hi-Glo D31, waterborne gloss


3rd coat:
Resene Hi-Glo D31, waterborne gloss


Description:
Exterior cedar, waterborne semi-gloss

System:
Resene One-Line Spec. No. 8e 1.2


Surface prep:
D82; and Resene TimberLock D48, solventborne preserver/conditioner


1st coat:
Resene Wood Primer D40, solventborne primer


2nd coat:
Resene Sonyx 101 D30, waterborne semi-gloss


3rd coat:
Resene Sonyx 101 D30, waterborne semi-gloss


Description:
Exterior cedar, waterborne satin

System:
Resene One-Line Spec. No. 8e 1.3


Surface prep:
D82; and Resene TimberLock D48, solventborne preserver/conditioner


1st coat:
Resene Wood Primer D40, solventborne primer


2nd coat:
Resene Lumbersider D34, waterborne satin

3rd coat:
Resene Lumbersider D34, waterborne satin

Description:
Exterior cedar, solventborne gloss

System:
Resene One-Line Spec. No. 8e 2.1


Surface prep:
D82; and Resene TimberLock D48, solventborne
preserver/conditioner


1st coat:
Resene Acrylic Undercoat D404, waterborne undercoat


2nd coat:
Resene Super Gloss D32, solventborne gloss


3rd coat:
Resene Super Gloss D32, solventborne gloss


Description:
Exterior cedar, waterborne stain

System:
Resene One-Line Spec. No. 8e 3.5 (EC)


Surface prep:
D82


1st coat:
For stained finish - Resene Waterborne Woodsman D57a, waterborne stain


2nd coat:
Resene Waterborne Woodsman D57a, waterborne stain


3rd coat:
Resene Waterborne Woodsman D57a, waterborne stain



(after 3 months)


Description:
Exterior cedar, solventborne stain

System:
Resene One-Line Spec. No. 8e 4.5


Surface prep:
D82


1st coat:
For stained finish - Resene Woodsman D57, solventborne stain


2nd coat:
Resene Woodsman D57, solventborne stain


3rd coat:
Resene Woodsman D57, solventborne stain (after 3 months)


Description:
Exterior cedar, solventborne stain, kwila timber stain colour

System:
Resene One-Line Spec. No. 8e 4.5


Surface prep:
D82


1st coat:
Resene Kwila Timber Stain D501, solventborne stain


2nd coat:
Resene Kwila Timber Stain D501, solventborne stain

4.13
CONCRETE WATERPROOFING MEMBRANES


Description:
Barrier membranes, waterborne semi-gloss

System:
Resene One-Line Spec. No. 17e 1.2T (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer; or Self priming - Resene Thixalon 5 D63, waterborne semi-gloss


2nd coat:
Resene Thixalon 5 D63, waterborne semi-gloss


3rd coat:
Resene Thixalon 5 D63, waterborne semi-gloss


4th coat:
Resene Multishield+ D54a, waterborne glaze (optional)


Description:
Waterproofing membranes, waterborne semi-gloss



A minimum film build of 500 microns is required.


System:
Resene One-Line Spec. No. 17e 1.2F (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer; or Self priming - Resene Flexicover E D64, waterborne semi-gloss


2nd coat:
Resene Flexicover E D64, waterborne semi-gloss


3rd coat:
Resene Flexicover E D64, waterborne semi-gloss


4th coat:
Resene Lumbersider D34, waterborne satin (optional)


Description:
Waterproofing membranes, waterborne low sheen

System:
Resene One-Line Spec. No. 17e 1.4 (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer;
or



Self priming - Resene X-200 D62, waterborne low sheen


2nd coat:
Resene X-200 D62, waterborne low sheen


3rd coat:
Resene X-200 D62, waterborne low sheen


4th coat:
Resene Multishield+ D54a, waterborne glaze (optional)

4.14
EXTERIOR METALLIC FINISHES


Description:
Exterior waterborne metallic

System:
Resene One-Line Spec. No. 25e 1.3/5 (EC)


Surface prep:
D83


1st coat:
Resene Quick Dry D45, waterborne primer/undercoat


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Enamacryl Metallic D309a, waterborne metallic


4th coat:
Resene Enamacryl Metallic D309a, waterborne metallic


5th coat:
Resene Multishield+ D54a, waterborne glaze (optional)


Description:
Exterior waterborne pearlescent

System:
Resene One-Line Spec. No. 25e 1.3/5 P (EC)


Surface prep:
D83


1st coat:
Resene Quick Dry D45, waterborne primer/sealer


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Lumbersider D34, waterborne satin


4th coat:
Resene Pearl Shimmer D312, waterborne pearlescent


5th coat:
Resene Multishield+ D54a, waterborne glaze (optional)


Description:
Exterior metallic finish on concrete floor, 2 pack

System:
Resene Spec. No. 25e 2.3/5


Surface prep:
D83


1st coat:
Resene Armourcote 510 RA40, high solids epoxy


2nd coat:
Resene Imperite IF 503 RA81, solventborne metallic


3rd coat:
Resene Uracryl 400 Series Clear, acrylic urethane

4.15
OTHER RESENE EXTERIOR SYSTEMS


~
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