
6721RE
RESENE ENVIRONMENTAL PAINTING INTERIOR

1.
GENERAL


This section relates to the surface preparation, painting and clear finishing of new and existing interior substrates using Resene environmental architectural and decorative coating systems.

1.1
RELATED WORK


Refer to 6700R RESENE PAINTING GENERAL for general matters related to painting work.


Refer to 6711RE RESENE ENVIRONMENTAL PAINTING EXTERIOR for exterior paint systems.

2.
PRODUCTS


Materials

2.1
PAINT TYPES GENERALLY/ THINNERS AND ADDITIVES


Refer to 6700R RESENE PAINTING GENERAL for product clauses.

3.
EXECUTION


Conditions

3.1
EXECUTION


Refer to 6700R RESENE PAINTING GENERAL for execution clauses.

4.
SELECTIONS


Substitutions are not permitted to the following, unless stated otherwise.

4.1
CONTROL SAMPLES


Location/substrate

Resene One-Line Spec number/system

~

4.2
SUPERVISED CONTROL SAMPLES


Location/substrate

Resene One-Line Spec number/system

~

4.3
INSPECTION OF WORK


Stage

Resene One-Line Spec number/system

~

4.4
HARDWARE


Hardware for removal:
~


Paint system schedules

4.5
INTERIOR FINISHES


Room name
Ref
Substrate

RESENE Spec
Colour





Number


Living
G02
Ceiling-Plasterboard
~




Exposed Rafters
~




Walls - Plasterboard
~




Trim - Timber
~




Doors - Paint Finish
~


Dining
G03
Ceiling - Plasterboard
~




Exposed Rafters
~




Walls - Plasterboard
~




Timber Panelling
~




Trim - Timber
~




Doors - Paint Finish
~


Resene interior paint systems

4.6
INTERIOR CEMENTITIOUS SURFACES


Description:
Interior cementitious surfaces, waterborne gloss

System:
Resene One-Line Spec. No. 1i 1.1 (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Enamacryl D309, waterborne gloss


3rd coat:
Resene Enamacryl D309, waterborne gloss


Description:
Interior cementitious surfaces, waterborne semi-gloss


System:
Resene One-Line Spec. No. 1i 1.2 (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer



Self priming - Resene Lustacryl D310, waterborne semi-gloss enamel


2nd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


3rd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


Description:
Interior cementitious surfaces, waterborne satin

System:
Resene Spec. One-Line No. 1i 1.3 (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer Self priming - Resene Lumbersider D34, waterborne satin


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Lumbersider D34, waterborne satin


Description:
Interior cementitious surfaces, waterborne low sheen

System:
Resene One-Line Spec. No. 1i 1.4 ZS (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer Self priming - Resene Zylone Sheen or Resene Zylone Sheen VOC Free D302, waterborne low sheen


2nd coat:
Resene Zylone Sheen or Resene Zylone Sheen VOC Free D302, waterborne satin low sheen


3rd coat:
Resene Zylone Sheen or Resene Zylone Sheen VOC Free D302, waterborne low sheen


Description:
Interior cementitious surfaces, waterborne low sheen enamel

System:
Resene One-Line Spec. No. 1i 1.4 SC (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer Self priming - Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


2nd coat:
Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


3rd coat:
Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


Description:
Interior cementitious surfaces, waterborne flat

System:
Resene One-Line Spec. No. 1i 1.5 (EC)

Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer Self priming - Resene Zylone 20 D37, waterborne flat


2nd coat:
Resene Zylone 20 D37, waterborne flat


3rd coat:
Resene Zylone 20 D37, waterborne flat


Description:
Interior cementitious surfaces, waterborne flat enamel

System:
Resene One-Line Spec. No. 1i 1.5 SC (EC)


Surface prep:
D83



For thin plaster - Resene Limelock D809, waterborne cure/seal


1st coat:
For sound cementitious surfaces - Resene Concrete Primer D405, waterborne primer; or



For powdery surfaces - Resene Sureseal D42NEC, solventborne sealer Self priming - Resene SpaceCote Flat D314, waterborne flat enamel


2nd coat:
Resene SpaceCote Flat D314, waterborne flat enamel


3rd coat:
Resene SpaceCote Flat D314, waterborne flat enamel

4.7
INTERIOR TIMBER


Description:
Interior timber, waterborne gloss

System:
Resene One-Line Spec. No. 2i 1.1 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer; or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer


2nd coat:
Resene Enamacryl D309, waterborne gloss enamel; or



Resene Acrylic Undercoat D404, waterborne undercoat


3rd coat:
Resene Enamacryl D309, waterborne gloss enamel


Description:
Interior timber, waterborne semi-gloss

System:
Resene One-Line Spec. No. 2i 1.2 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer;



or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer


2nd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel; or



Resene Acrylic Undercoat D404, waterborne undercoat


3rd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


Description:
Interior timber, waterborne satin

System:
Resene One-Line Spec. No. 2i 1.3 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer;



or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer



Self priming - Resene Lumbersider D34, waterborne satin


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Lumbersider D34, waterborne satin


Description:
Interior timber, waterborne low sheen

System:
Resene One-Line Spec. No. 2i 1.4 ZS (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer;



or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer



Self priming - Resene Zylone Sheen or Resene Zylone Sheen VOC Free D302, waterborne low sheen


2nd coat:
Resene Zylone Sheen or Resene Zylone Sheen VOC Free D302, waterborne low sheen


3rd coat:
Resene Zylone Sheen or Resene Zylone Sheen VOC Free D302, waterborne low sheen


Description:
Interior timber, waterborne low sheen enamel

System:
Resene One-Line Spec. No. 2i 1.4 SC (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer;



or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer



Self priming - Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


2nd coat:
Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


3rd coat:
Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


Description:
Interior timber, waterborne flat enamel

System:
Resene One-Line Spec. No. 2i 1.5 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For hardboard only - Resene Sureseal D42NEC, solventborne sealer;



or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer



Self priming - Resene Zylone 20 D37, waterborne flat


2nd coat:
Resene Zylone 20 D37, waterborne flat


3rd coat:
Resene Zylone 20 D37, waterborne flat


Description:
Interior timber, waterborne flat

System:
Resene One-Line Spec. No. 2i 1.5 SC (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40, solventborne primer; or



For hardboard only - Resene Sureseal D42, solventborne sealer; or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer



Self priming - Resene SpaceCote Flat D314, waterborne flat enamel


2nd coat:
Resene SpaceCote Flat D314, waterborne flat enamel


3rd coat:
Resene SpaceCote Flat D314, waterborne flat enamel

4.8
INTERIOR TIMBER, STAINS AND CLEAR FINISHES


Description:
Interior timber, stains and clear finishes, waterborne gloss

System:
Resene One-Line Spec. No. 2i 3.1 (EC)


Surface prep:
D82


1st coat:
Stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or



Clear finish - Resene Waterborne Colorwood Reducing Base D50aNEC, waterborne clear (optional)


2nd coat:
Resene Aquaclear D59, waterborne gloss urethane


3rd coat:
Resene Aquaclear D59, waterborne gloss urethane


4th coat:
Resene Aquaclear D59, waterborne gloss urethane


5th coat:
Resene Aquaclear D59, waterborne gloss urethane


Description:
Interior timber, stains and clear finishes, waterborne semi-gloss

System:
Resene One-Line Spec. No. 2i 3.2 (EC)


Surface prep:
D82


1st coat:
Stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or



Clear finish - Resene Waterborne Colorwood Reducing Base D50aNEC, waterborne clear (optional)


2nd coat:
Resene Aquaclear D59, waterborne semi-gloss urethane


3rd coat:
Resene Aquaclear D59, waterborne semi-gloss urethane


4th coat:
Resene Aquaclear D59, waterborne semi-gloss urethane


5th coat:
Resene Aquaclear D59, waterborne semi-gloss urethane (optional)


Description:
Interior timber, stains and clear finishes, waterborne satin

System:
Resene One-Line Spec. No. 2i 3.3 (EC)


Surface prep:
D82


1st coat:
Stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or



Clear finish - Resene Waterborne Colorwood Reducing Base D50aNEC, waterborne clear (optional)


2nd coat:
Resene Aquaclear D59, waterborne satin urethane


3rd coat:
Resene Aquaclear D59, waterborne satin urethane


4th coat:
Resene Aquaclear D59, waterborne satin urethane


5th coat:
Resene Aquaclear D59, waterborne satin urethane

4.9
INTERIOR TIMBER FLOORS, STAINS AND CLEAR FINISHES DEDICATED SECTION FOR FLOORS


Description:
Interior timber, stains and clear finishes, waterborne gloss

System:
Resene One-Line Spec. No. 2i 3.1 F (EC)


Surface prep:
D82


1st coat:
Stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or



Clear finish - Resene Aquaclear D59, waterborne gloss urethane


2nd coat:
Resene Aquaclear D59, waterborne gloss urethane

3rd coat:
Resene Aquaclear D59, waterborne gloss urethane

4th coat:
Resene Aquaclear D59, waterborne gloss urethane

5th coat:
Resene Aquaclear D59, waterborne gloss urethane

Description:
Interior timber, stains and clear finishes, waterborne semi-gloss

System:
Resene One-Line Spec. No. 2i 3.2 F (EC)


Surface prep:
D82


1st coat:
Stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or



Clear finish - Resene Aquaclear D59, waterborne semi-gloss urethane


2nd coat:
Resene Aquaclear D59, waterborne semi-gloss urethane

3rd coat:
Resene Aquaclear D59, waterborne semi-gloss urethane

4th coat:
Resene Aquaclear D59, waterborne semi-gloss urethane

5th coat:
Resene Aquaclear D59, waterborne semi-gloss urethane

Description:
Interior timber, stains and clear finishes, waterborne satin

System:
Resene One-Line Spec. No. 2i 3.3 F (EC)


Surface prep:
D82


1st coat:
Stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or



Clear finish - Resene Aquaclear D59, waterborne satin urethane


2nd coat:
Resene Aquaclear D59, waterborne satin urethane

3rd coat:
Resene Aquaclear D59, waterborne satin urethane

4th coat:
Resene Aquaclear D59, waterborne satin urethane

5th coat:
Resene Aquaclear D59, waterborne satin urethane
4.10
INTERIOR TIMBER JOINERY


Description:
Interior timber joinery, waterborne gloss

System:
Resene One-Line Spec. No. 3i 1.1 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45; waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer


2nd coat:
Resene Enamacryl D309, waterborne gloss enamel


3rd coat:
Resene Enamacryl D309, waterborne gloss enamel


Description:
Interior timber joinery, waterborne semi-gloss

System:
Resene One-Line Spec. No. 3i 1.2 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer


2nd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


3rd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


Description:
Interior timber joinery, waterborne low sheen

System:
Resene One-Line Spec. No. 3i 1.4 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer


2nd coat:
Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


3rd coat:
Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


Description:
Interior timber joinery, waterborne low sheen

System:
Resene One-Line Spec. No. 3i 1.5 (EC)


Surface prep:
D82; and Resene TimberLock D48NEC, solventborne preserver/conditioner


1st coat:
For normal recommended system - Resene Quick Dry D45, waterborne primer/undercoat; or



For timber that stains - Resene Wood Primer D40NEC, solventborne primer; or



For painting over varnish - Resene Waterborne Smooth Surface Sealer D47a, waterborne sealer


2nd coat:
Resene SpaceCote Flat D314, waterborne flat enamel


3rd coat:
Resene SpaceCote Flat D314, waterborne flat enamel


Description:
Interior timber joinery, clear waterborne gloss

System:
Resene One-Line Spec. No. 3i 3.1 (EC)


Surface prep:
D82


1st coat:
For stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or



For clear finish - Resene Waterborne Colorwood Reducing Base D50aNEC, waterborne clear (optional)


2nd coat:
Resene Aquaclear D59, waterborne gloss urethane


3rd coat:
Resene Aquaclear D59, waterborne gloss urethane


4th coat:
Resene Aquaclear D59, waterborne gloss urethane


5th coat:
Resene Aquaclear D59, waterborne gloss urethane (optional)


Description:
Interior timber joinery, clear waterborne semi-gloss

System:
Resene One-Line Spec. No. 3i 3.2 (EC)


Surface prep:
D82


1st coat:
For stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or


For clear finish - Resene Waterborne Colorwood Reducing Base D50aNEC, waterborne clear (optional)


2nd coat:
Resene Aquaclear D59, waterborne semi-gloss urethane


3rd coat:
Resene Aquaclear D59, waterborne semi-gloss urethane


4th coat:
Resene Aquaclear D59, waterborne semi-gloss urethane


5th coat:
Resene Aquaclear D59, waterborne semi-gloss urethane (optional)


Description:
Interior timber joinery, clear waterborne satin

System:
Resene One-Line Spec. No. 3i 3.3 (EC)


Surface prep:
D82


1st coat:
For stained finish - Resene Waterborne Colorwood D50aNEC, waterborne wood stain; or



For clear finish - Resene Waterborne Colorwood Reducing Base D50aNEC, waterborne clear (optional)

2nd coat:
Resene Aquaclear D59, waterborne satin urethane


3rd coat:
Resene Aquaclear D59, waterborne satin urethane


4th coat:
Resene Aquaclear D59, waterborne satin urethane


5th coat:
Resene Aquaclear D59, waterborne satin urethane (optional)


For particleboard only, replace 1st coat with Resene Aquaclear D59, waterborne urethane clear and 2nd coat with Resene Poly-Satin D52, solventborne satin clear

4.11
INTERIOR PAPER FACED PLASTER/SOLID PLASTER/FIBROUS PLASTER


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne gloss

System:
Resene One-Line Spec. No. 15i 1.1 Level 5 (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet area, stained, porous or powdery areas - Resene Sureseal D42NEC; solventborne sealer


2nd coat:
Resene Enamacryl D309, waterborne gloss enamel


3rd coat:
Resene Enamacryl D309, waterborne gloss enamel


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.11 L 5 (EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.1 L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne semi-gloss


System:
Resene One-Line Spec. No. 15i 1.2 Level 5 (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet, area stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


3rd coat:
Resene Lustacryl D310, waterborne semi-gloss enamel


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.21 L 5


(EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.2 L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne semi-gloss enamel kitchen & bathroom


System:
Resene One-Line Spec. No. 15i 1.2K Level 5 (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet, area stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Lustacryl Kitchen & Bathroom D310K, waterborne semi-gloss enamel


3rd coat:
Resene Lustacryl Kitchen & Bathroom D310K, waterborne semi-gloss enamel


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.21K L 5


(EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.2K L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne satin

System:
Resene One-Line Spec. No. 15i 1.3 Level 5 (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet area, stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Lumbersider D34, waterborne satin


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.31 L 5


(EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.3 L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne low sheen

System:
Resene One-Line Spec. No. 15i 1.4 ZS Level 5 (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet area, stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Zylone Sheen or Resene Zylone Sheen VOC Free D302, waterborne low sheen


3rd coat:
Resene Zylone Sheen or Resene Zylone Sheen VOC Free D302, waterborne low sheen


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.41 ZS L 5 (EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.4 ZS L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne low sheen

System:
Resene One-Line Spec. No. 15i 1.4 SC Level 5 (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet area, stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


3rd coat:
Resene SpaceCote Low Sheen D311, waterborne low sheen enamel


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.41 SC Level 5 (EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.4 SC L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne low sheen enamel kitchen & bathroom

System:
Resene One-Line Spec. No. 15i 1.4 K Level 5 (EC)

Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet area, stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene SpaceCote Low Sheen Kitchen & Bathroom D311K, waterborne low sheen enamel


3rd coat:
Resene SpaceCote Low Sheen Kitchen & Bathroom D311K, waterborne low sheen enamel


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.41 K L 5 (EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.4 K L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne flat - renewable ceiling paint

System:
Resene One-Line Spec. No. 15i 1.5R Level 5 Ceiling (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer or,


For wet area, stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Earthsense Ceiling Paint D316, waterborne flat


3rd coat:
Resene Earthsense Ceiling Paint D316, waterborne flat


Product will remain water sensitive for up to two weeks, during this period, keep dry and do not wash or scrub.


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne flat

System:
Resene One-Line Spec. No. 15i 1.5 Level 5 (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet area, stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Zylone 20 D37, waterborne flat


3rd coat:
Resene Zylone 20 D37, waterborne flat


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.51 L 5


(EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.5 L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


Description:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne flat- ceiling

System:
Resene One-Line Spec. No. 15i 1.5 Level 5 Ceiling (EC)


Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet area, stained, porous or powdery areas - Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene Ceiling Paint D305, waterborne flat


3rd coat:
Resene Ceiling Paint D305, waterborne flat


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.51 Level 5 Ceiling (EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.5 L 4 Ceiling (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


System:
Interior paperfaced plaster/solid plaster/fibrous plaster, waterborne flat


Description:
Resene One-Line Spec. No. 15i 1.5 SC Level 5 (EC)

Surface prep:
D84; D85; D87; Resene Broadwall Surface Prep & Seal D807, waterborne prep


1st coat (if reqd):
For wet area, stained, porous or powdery area, Resene Sureseal D42NEC, solventborne sealer


2nd coat:
Resene SpaceCote Flat D314, waterborne flat enamel


3rd coat:
Resene SpaceCote Flat D314, waterborne flat enamel


For Level 5 Resene Broadwall 3 in 1 system - Resene One-Line Spec. No. 15i 1.51 SC L 5 (EC)


Replace Resene Broadwall Surface Prep & Seal with Resene Broadwall 3 in 1 in the clause above


For Level 4 system - Resene One-Line Spec No. 15i 1.5 SC L 4 (EC)


Remove Resene Broadwall Surface Prep & Seal from Surface prep and add 1st coat: Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer

4.12
INTERIOR METALLIC FINISHES


Description:
Interior metallic finishes, waterborne metallic finish on Anaglypta, Scandatex, etc


System:
Resene One-Line Spec. No. 25i 1.3/5 (EC)


Surface prep:
D84; D85


1st coat:
Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Enamacryl Metallic D309a, waterborne metallic


4th coat:
Resene Enamacryl Metallic D309a, waterborne metallic


5th coat:
Resene Aquaclear D59NEC, waterborne gloss urethane (optional)


Description:
Interior metallic finishes, waterborne metallic finish on paperfaced plasterboard

System:
Resene One-Line Spec. No. 25i 1.3/51 (EC)


Surface prep:
D84; D85


1st coat:
Resene Broadwall Waterborne Wallboard Sealer D403, waterborne sealer


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Enamacryl Metallic D309a, waterborne metallic


4th coat:
Resene Enamacryl Metallic D309a, waterborne metallic


5th coat:
Resene Aquaclear D59NEC, waterborne gloss urethane (optional)


Description:
Interior metallic finishes, waterborne metallic finish on MDF joinery/doors

System:
Resene One-Line Spec. No. 25i 1.3/52 (EC)


Surface prep:
D82


1st coat:
Resene Quick Dry D45, waterborne primer/undercoat


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Enamacryl Metallic D309a, waterborne metallic


4th coat:
Resene Enamacryl Metallic D309a, waterborne metallic


5th coat:
Resene Aquaclear D59NEC, waterborne gloss urethane (optional)


Description:
Interior metallic finishes, waterborne pearlescent finish on interior surfaces

System:
Resene One-Line Spec. No. 25i 1.3/52 P (EC)


Surface prep:
D82 for MDF



D84/D85 for paperfaced plasterboard


1st coat:
Resene Quick Dry D45, waterborne primer/undercoat


2nd coat:
Resene Lumbersider D34, waterborne satin


3rd coat:
Resene Lumbersider D34, waterborne satin


4th coat:
Resene Pearl Shimmer D312, waterborne pearlescent


5th coat:
Resene Aquaclear D59NEC, waterborne gloss urethane (optional)

4.13
OTHER RESENE INTERIOR SYSTEMS


~
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